
Siglent SHS820X Scope Setup 
1. Power on the scope. (Lower Left Corner) 
2. Copy MH&W supplied COOLBLUE_SETUP_V2.xml file to a USB A stick. 
3. Insert USB Stick into USB A slot on right side of scope in position 2. 

 
4. Press white “Shift” Key & then “Cursors” (Save/Recall) key. 

                    
5. Press “F1” Key until “Mode Recall” is displayed on screen above “F1” Key 

 

 
6. Press “F2” Key until “Type Setups” is displayed on screen above “F2” Key 

  



7. Press center of selector wheel to select. 

 
8. Press “F5” Key below “File Manager” 

 

 

9. If necessary, rotate selector wheel until “U-disk0” is selected in BLUE. 
 

 

 

  



 
10. Press center of wheel to select. 

 

 
 

11. Rotate selector wheel until “COOLBLUE_ SETUP_V2” is selected in BLUE. 

 

 
 

  



12. Press “F1” Key under Press to Recall to Recall file. 

 

 

13. Screen should display “Recalled Successfully” 
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14. Press “Display/Persist” Botton 

 

  



 

15. Press the “F5” key until “Next Page / Page 3/3” is displayed. 

 

16. Press “F3” once  under “Screen Normal” to display “Screen Invert” 

 

 


